System Guide

ZYRON

WATERPROOFING



5'! Boelm System Guide 2
Contents

1.0 Overview 3
2.0  Scope 4
3.0  Referenced Standards 5
4.0  Pre-Install Review 6
5.0  Substrate Preparation 7
6.0 Priming 8
7.0  Detailing / Critical Junctions 9
8.0  Membrane Application 10
9.0  Curing and Protection "
10.0 Inspection and Flood Testing 12
11.0  Documentation and Project Records 13




ZYRON System Guide 3

WATERPROOFING

1.0

Overview

This document outlines ZYRON's waterproofing approach, including the process, controls, and
verification applied throughout each stage of installation. It reflects a method shaped by industry
experience and designed to reduce common waterproofing risks, improve reliability on site, and
provide greater clarity before works are concealed.
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2.0

Scope

This System Guide outlines ZYRON's liquid-applied waterproofing approach for residential internal
wet areas and selected external above-ground applications, subject to project conditions, substrate
suitability, and system compatibility. Works are completed in alignment with relevant standards,
manufacturer requirements, and project-specific detailing.
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3.0

Referenced Standards

3.1 AS 3740

Waterproofing of domestic wet areas

3.2 AS/NZS 4858

Wet area membranes

3.4 AS 4654.1

Waterproofing membranes for external above-ground use — Materials

3.5 AS 4654.2

Waterproofing membranes for external above-ground use — Design and installation
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4.0

Pre-Install Review

Before works begin, ZYRON completes an on-site pre-install review to assess substrate condition,
confirm area readiness, and identify penetrations, junctions, and detailing requirements.

This stage helps confirm that surfaces are suitable, accessible, and properly prepared to receive the
nominated waterproofing system. Key observations may be recorded as part of ZYRON's quality and
process control.

The pre-install review is a required step and establishes site conditions prior to commencement of
waterproofing works.
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5.0

Substrate Preparation

All surfaces must be structurally sound, dry, stable, and properly cured prior to waterproofing.
Substrate condition is assessed by ZYRON during the pre-install stage, with observations recorded
where required.

Any contaminants that may affect adhesion, including laitance, dust, grease, oil, paint, or curing
compounds, are mechanically removed. ZYRON undertakes the preparation necessary to achieve a
suitable bonding surface.

Surfaces are then cleaned and prepared in accordance with relevant Australian Standards,
manufacturer requirements, and project conditions before membrane installation.
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6.0
Priming

Following preparation, priming is carried out where required based on the substrate and nominated
waterproofing system.

The primer assists with surface sealing and adhesion and is selected and applied in accordance with
manufacturer requirements, relevant standards, and site conditions.
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(.0

Detailing / Critical Junctions

After priming, detailing is completed at all junctions, penetrations, and other high-risk areas before the
main waterproofing membrane is applied.

Wall-to-floor junctions and penetrations are reinforced using compatible bandage systems where
required to maintain continuity and accommodate movement. Where bandaging is not suitable, a
compatible polyurethane sealant is used.

Floor wastes must incorporate puddle flanges to ensure correct integration with the waterproofing
system. Where these are not present, a compatible waterproofing flange is installed to achieve proper
sealing.

7.1 Note

Detailing methods may vary depending on substrate condition, project configuration, and system
requirements. Treatment is selected to maintain continuity, performance, and compatibility across the
waterproofing system.

Wall-Floor
Junction Bandage

Butyl Bandage System _ )
Pipe Penetration
Bandage

Floor Waste
Bandage
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8.0

Membrane Application

Once detailing is complete, the nominated waterproofing membrane is applied in multiple coats to
achieve the required coverage and thickness in accordance with manufacturer requirements and
relevant standards. Application is carried out in a controlled manner to maintain continuity, coverage,
and overall system integrity.

8.1 Above-Screed Waterproofing Systems

Where a screed is present, ZYRON may incorporate an above-screed waterproofing layer as part of the
overall system to provide added protection against water ingress.

The membrane is applied over the prepared screed in accordance with manufacturer requirements to
support finish compatibility, system continuity, and long-term performance based on site conditions
and exposure.

Tile Finish
Tile Adhesive
Secondary Waterproofing Membrane

Protective Screed
Primary Waterproofing Membrane
Primer

Substrate
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9.0

Curing and Protection

Following application of the primary waterproofing membrane, adequate curing time is allowed in
accordance with manufacturer requirements and site conditions before the installation of any screed or

finishes.

Where applicable, a sand and cement screed may be installed after curing to help protect the
waterproofing system from mechanical damage and subsequent trade activity.

The waterproofing system must not be disturbed, loaded, or trafficked during the curing period.
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10.0

Inspection and Flood Testing

Once the waterproofing system is installed, a final inspection is carried out to review coverage,
detailing, and overall system integrity before finishes are applied.

Where required, flood testing is completed to confirm performance and drainage behaviour.

Ultrasonic thickness testing may also be used to verify membrane thickness against system and
manufacturer requirements.

Any areas requiring rectification are addressed before works proceed.
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11.0

Documentation and Project Records

ZYRON maintains clear records throughout the waterproofing process, including pre-install
observations, installation stages, and final system checks where required.

This may include site photos, process tracking, and verification of key stages to support transparency,
accountability, and quality control.

Documentation forms part of the ZYRON system approach and provides a recorded reference of the
waterproofing works completed.
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